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1/8"” PIPE THREAD v
.\ GREASE FITTINGS WITH BALL CHECK
Pkg Angle Overall Thread Wrench Angle v
Part # Qty Degree (E) Length (C) Length (A) Size (B) Length (D)
G-5000 25 straight 11/16" 19/64" 7/16" N/A
G-5007 25 straight 1-1/4" 3/16" 7/16" N/A
G-5200 25 90° 27/32" 19/64" 7/16" 17/32" [
G-5300 25 65° 27/32" 19/64" 7/16" 1/2"
G-5400 25 45° 57/64" 19/64" 7/16" 29/64"
Y
Y
1/4"” - 28 SAE THREAD <
"\ GREASE FITTINGS WITH BALL CHECK ~
Pkg Angle Overall Thread Wrench Angle -
Part # Qty Degree (E) Length (C) Length (A) Size (B) Length (D)
G-5010 25 straight 35/64" 3/16” 5/16" N/A
G-5013 25 straight 11/16" 23/64" 5/16" N/A
G-5014 25 straight 31/32” 13/64" 5/16" N/A &
G-5210 25 45° 13/16" 13/64" 3/8” 13/32"
G-5410 25 90° 3/4" 13/64" 3/8” 1/2"

GREASE FITTING ASSORTMENTS
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>\ DRIVE TYPE FITTINGS WITH BALL CHECK
Pkg Drill Angle Overall Thread Wrench Angle
Part # Qty Size Degree (E) Length (C) Length (A) Size (B) Length (D)
G-5029 25 1/4" straight 35/64" 1/4" 11/32" N/A
G-5033 25 3/16” straight 33/64" 1/4" 5/16" N/A
G-5385 25 3/16” 65° 23/32" 15/64" 3/8" 15/32"
G-5030 25 5/16" straight 35/64" 1/4" 3/8” N/A
G-5036 25 3/8" straight 5/8" 1/4" 7/16" N/A

A C C E S S O R

SPIN DRIVE (THREAD FORMING) FITTINGS
WITH BALL CHECK

d

Pkg Thread Angle Overall Thread Wrench Angle
Part # Qty Size Degree (E) Length (C) Length (A) Size (B) Length (D)
G-205000 25 1/8" PT. straight 5/8" 15/64" 7/16" N/A
G-205010 25 1/4"-28 straight 37/64" 13/64” 5/16" N/A
G-205410 25 1/4"-28 90° 3/4” 13/64” 3/8” 1/2"
G-5050 25 1/4" PT. straight 7/8" 27/64" 9/16" N/A
G-5350 25 1/4" PT. 65° 11/32" 31/32 9/16" 19/32"
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SAFETY VENT FITTINGS ~
Pkg Thread Angle Overall Thread Wrench Angle
Part # Qty Size Degree (E) Length (C) Length (A) Size (B) Length (D)
G-5099 25 1/8" PT. straight 11/16" 5/16" 7/16" N/A
G-5399 25 1/8" PT. 65° 27/32" 19/64" 7/16" 1/2"
BUTTON HEAD FITTINGS _
STANDARD HEAD DIAMETER 5/8” WITH BALL CHECK
Part # Pkg Qity Thread Size Overall Length  Thread Length  Wrench Size
G-5700 25 1/8" PT. 3/4" 11/32" 5/8"
G-5705 25 1/4" PT. 53/64” 27/64” 5/8”"

SPECIAL THREAD FITTINGS WITH BALL CHECK

Part # Pkg Qty  Thread Size Overall Length  Thread Length  Wrench Size
G-5061 25 5/16"-24 UNF-2A  21/32" 1/4” 3/8”
G-5062 25 3/8"-24 UNF-3A 21/32" 17/64" 7/16"
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METRIC GREASE FITTINGS WITH BALL CHECK

Pkg  Thread Angle Overall Thread Wrench  Angle
Part # Qty  Size Degree (E) Length (C) Length (A) Size (B) Length (D)
G-9001 25 6mm x 1mm Taper straight 19/32" 5/32" 7mm N/A
G-9003 25 8mm x 1mm Taper straight 5/8" 1/4" 9mm N/A
G-9025 25 10mm x Tmm Taper straight 5/8" 1/4” 1Tmm N/A
G-9041 25 6mm x 1mm Taper 45° 13/16” 7/32" 10mm 13/32"
G-9043 25 8mm x 1mm Taper 45° 13/16" 7/32" 10mm 13/32"
G-9045 25 10mm x Tmm Taper 45° 13/16" 5/32" 11Tmm 29/64"
G-9061 25 6mm x 1mm Taper 90° 3/4" 5/32" 10mm 1/2"
G-9063 25 8mm x ITmm Taper 90° 3/4" 7/32" 10mm 1/2"
G-9065 25 10mm x Tmm Taper 90° 3/4" 7/32" 11mm 17/32"
~ METRIC ADAPTERS
- CONVERTS METRIC HOLES TO STANDARD 1/4”-28 SAE THREAD FITTINGS
Part # Pkg Qiy Description
G-1410 25 6mm to 1/4"-28 National Fine Thread
G-1411 25 8mm to 1/4”-28 National Fine Thread
G-1412 25 10mm to 1/4”-28 National Fine Thread

METRIC GREASE FITTING ASSORTMENTS
NSPA-9091 * Mini Kit * Page 5

NSPA-5091 e Starter Assortment * Page 30
NSPA-1091 ¢ Maintenance Assortment * Page 78
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STAINLESS STEEL GREASE FITTINGS
Pkg Thread Angle Overall Thread Wrench

Part # Qty Size Degree (E) Length (C)  Length (A) Size (B) W

G-5000-S 10 1/8” PT. straight 19/64” 7/64" 3/4"

G-5010-S 10 1/4"-28 Taper straight 3/16" 5/16" 17/32"
v
[ ]
Y

HYDRAULIC COUPLERS

PROVIDES QUICK, POSITIVE, LEAKPROOF CONNECTION WITH HYDRAULIC FITTINGS U

GREASE PRESSURE FORCES 4 HARDENED JAWS AGAINST FITTINGS

Part # Pkg Qty Thread Size  Type

G-3224 1 1/8" PT. narrow <

d

HIGH PRESSURE GREASE HOSE

MALE FITTINGS, WORKING PRESSURE 3000 LBS, BURSTING PRESSURE 12000 LBS

Part # Pkg Qity Thread Size  Description
G-3220 1 1/8" PT. 12" overall length
G-3221 1 1/8" PT. 18" overall length
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ADVANTAGES TO USING LEGRIS

LF3000 PUSH-TO-CONNECT FITTINGS

legris
NCORPORAATED g
Nickel plated sleeve

Stainless steel
gripping ring

r'es ’
OPTIMUM FLOW:

The gripping and sealing of the fittings is achieved using the outside diameter of the tubing. There is no
deformation. The connection is compact, yet does not restrict flow.

IMMEDIATE SEAL:
LF3000 fittings seal both in static and dynamic applications. The tube seal provides a positive seal on the
outside diameter of the tubing. Threaded ends come with pre-applied thread sealant.

USE OF MANY DIFFERENT TYPES OF TUBING:
LF3000 fittings can be used with semi-rigid nylon tubing from 1/8” to 1/2” OD, polyurethane tubing from
5/32" to 1/2" OD, and polyethylene tubing from 1/8” to 1/2” OD.

INSTANTANEOUS CONNECTION / DISCONNECTION:
Tubing is connected or disconnected without the use of any special tools. Fittings come standard with black
release buttons. Colored buttons or color-coding rings are available to enable color-coding of circuits.
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TO CONNECT TO DISCONNECT

Y iz

TYPE OF FITTING AVERAGE TIME EACH CONNECTION POSSIBLE CONNECTIONS PER HOUR

LF 3000 3 seconds 1200

Typical plastic tube 12 seconds 300

Typical combress.ion . 19 seconds . . . . . 180

Typical flare . . 49 seconds . . . . 73

WORKING SPECIFICATIONS:

Working pressure: 275 PS| at ambient temperature

Working temperature: Maximum 175°F

Suitable fluids: Compressed air only. Consult on liquids or
other compressed gases.

Tubing types: Nylon, polyurethane, polyethylene

Materials of construction: Nickel plated brass, black glass-filled nylon,
nitrile o-ring, polypropylene buttons, thread
sealant

All Legris LF3000 fittings are silicone free.
Most fittings now feature on integral release button.



LEGRIS D.O.T. AIR BRAKE
FITTING SPECIFICATIONS & USES

Legris D.O.T. air brake fittings are similar to the regular Legris line, except that they contain a tubing insert that
reinforces the grip of the slotted collets on the tubing.

WORKING SPECIFICATIONS:

Working pressure: 250 PSI at working temperatures

Working temperature: -15°F to 160°F

Suitable fluids: Compressed air only.

Tubing types: SAE 1844 Type A for 3/16” and 1/4” tubing and
SAE J844 Type B for 3/8” and 1/2" tubing.

Materials of construction: Nickel plated brass, nylon 6/6 and/or acetal

copolymer, nitrile o-ring, thread sealant,
brass tubing insert

All Legris LF3000 fittings are silicone free.

Most fittings now feature on integral release button.
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CAB CHASSIS
1. Air Horns/Valves 12. Shutter Stats/ Cylinders
2. Wiper Motors/Controls 13. Fan Clutch - Air Op.
3. Instruments - Air Gauges 14. Air Slide 5th Wheels
4. Air Seat Controls 15. Cab/Chassis Air Suspensions
5. Air Toggle Switches 16. Chassis Air Lines
6. Heaters/Air Conditioners 17. Gearshifts/Transmissions
7. Air Window Lifts/Controls 18. Air Manifolds - Chassis
8. Air Door Locks
9. Air Manifolds TRAILER
10. Air Throtftles 19. Chassis Air Lines
11. Accessory Kits 20. Air Operated Valves
21. Air Operated Cylinders
22. Air Suspensions

23. Air Manifolds
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LF 3000 MALE INSTANT FITTINGS

Hex Head & Socket Male Connector Male Elbow
Pkg Tube to Male NPT Tube to Male NPT

Size Qty Part # Part #
1/8" x 1/8” 5 078202 078226
1/8" x 1/4” 5 078203 078227
5/32" x 1/8" 5 078204 078228
5/32" x 1/4" 5 078205 078229
3/16" x1/8" 5 078206 078230
3/16" x 1/4" 5 078207

1/4" x 1/8" 5 078208 078231
1/4" x 1/4” 5 078209 078232
1/4" x 3/8” 5 078210 078233
5/16" x1/8" 5 078211 078234
5/16" x 1/4" 5 078212 078235
5/16" x 3/8" 5 078213

3/8" x 1/4” 5 078214 078236
3/8" x 3/8” 5 078215 078237
3/8" x1/2" 5 078216 078238
1/2" x 1/4” 5 078217 078239
1/2" x 3/8" 5 078218 078240
1/2" x 1/2" 5 078220 078241

LF3000 UNION INSTANT FITTINGS

A C C E S S O R

Union
Pkg Tube to Tube
Size Qty Part #
1/8" 5 078275
5/32" 5 078276
Q 3/16" 5 078277
1/4" 5 078278
5/16" 5 078279
3/8” 5 078280
1/2" 5 078281

LEGRIS LF 3000 INSTANT FITTING ASSORTMENT
NSPA-1094 ¢ Maintenance Assortment ® Page 78




D.O.T. LF 3000 MALE INSTANT AIR BRAKE FITTINGS

D.O.T. IMPRINTED
D.O.T. imprint on all air brake fittings identifies the fitting to meet the National Highway Traffic Safety
Administration Department of Transportation FMVSS 106 for all air brake applications except those designed

for use between frame and axle or between towed and towing vehicle.

Hex Head & Socket Male Connector Male Elbow
Tube to Male NPT Tube to Male NPT
Size Pkg Qity Part # Part # =
1/4" x 1/8" 5 07800 07810
1/4" x 1/4" 5 07801 07811
1/4" x 3/8" 5 07802 07812
3/8" x 1/4” 5 07803 07813 o
3/8”" x 3/8" 5 07804 07814
3/8" x1/2" 5 07805 07815
1/2" x 1/4" 5 07806 07816 w
1/2" x 3/8" 5 07807 07817
172" x1/2" 5 07808 07818
v
hal

D.O.T. LF 3000 UNION INSTANT AIR BRAKE FITTINGS Y
D.O.T. IMPRINTED N
D.O.T. imprint on all air brake fittings identifies the fitting to meet the National Highway Traffic Safety
Administration Department of Transportation FMVSS 106 for all air brake applications except those designed u
for use between frame and axle or between towed and towing vehicle.

Union

Tube to Tube <
Size Pkg Qity Part #
174" 5 07840
3/8” 5 07841
1/2" 5 07842

d

LEGRIS D.O.T. INSTANT AIR BRAKE FITTINGS
NSPA-1096 * Maintenance Assortment * Page 77

LF 3000 MANUAL RELEASE BUTTON

Size Pkg Qty Part #
1/4” 25 078378
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NYLON SAE J844 TYPE 3A AIR BRAKE TUBING

SINGLE WALL EXTRUDED NYLON ¢ 150 PSI MAXIMUM WORKING PRESSURE

Part # Pkg Qity O.D. Min. Bend Radius Color
08018 100 fh. 1/8" 375" Black
08014 100 ft. 1/4” 1.00” Black
080516 100 ft. 5/16" 1.25" Black

NYLON SAE J844 TYPE 3B AIR BRAKE TUBING

EXTRUDED NYLON INNER TUBE, ONE LAYER OF OPEN PLY NYLON FIBER
REINFORCEMENT WITH NYLON OUTER COVER ¢ 150 PSI MAXIMUM WORKING PRESSURE

Part # Pkg Qity O.D. Min. Bend Radius Color
08038 100 ft. 3/8” 1.50” Black
08012 100 ft. 1/2" 2.00” Black
08058 100 ft. 5/8" 2.50” Black
08034 100 fh. 3/4"

SEE TUBING CUTTER
Page 285




BRASS FITTING SELECTION CHART

STANDARD COMPRESSION
Used With: * Copper, brass, aluminium and plastic tubing
* Not recommended for steel tubing
* Soft plastic tubing requires internal tube support
Advantages: * Low cost
No flaring required

* Easy to assemble

Available with long or short nut and in wide range of styles and sizes
Typical

Applications: ¢ Gasoline, oil, water, vacuum lines, air lines, and other low and medium
pressure uses where excessive vibration or tube movement is not involved

AIR BRAKE FITTINGS FOR NYLON TUBING
Used With: * Nylon tubing (SAE J844, Type 3).
Advantages: * Meets all air brake specifications
* Utilizes ribbed sleeve for compression and positive grip
* Five remakes possible when disassembled
* Body, less insert, interchangeable with standard air brake compression bodies

Special tools are not required
Typical
Applications: * Air brake systems, air control and gauge lines

INVERTED FLARE
Used With: * Copper, brass, aluminum, and welded steel hydraulic tubing that can be flared
Advantages: * Low cost reuseable assembly
* Recessed and protected threads and seats designed to resist pullout
* Short profile of nuts and bodies for use in tight spaces
Also allows close tube bends

Nuts available in brass or steel

A C C E S S O R

Characteristics:  * Good vibration resistance

Will withstand burst pressure of standard tubing
Typical
Applications * Automotive brake, fuel and oil lines
* LP and natural gas connections
Hazardous liquids, air, water, fuel, oil or gaseous chemicals not corrosive

&

to tubing material or brass

45° SAE FLARE
Used With: * Copper, brass, aluminum, plastic and welded steel hydraulic tubing that can be flared
Advantages: * Low cost, reuseable

Available with long or short nut and in wide range of styles and sizes

* Will withstand burst pressure of standard tubing

* Good vibration characteristics

* Long nuts used where excessive vibration is present
* Forged nuts available for refrigeration applications
Seal can be connected and disconnected frequently without damage

Typical
Applications: * Fuel, oil, air, water, LP and natural gas lines, refrigeration (except where front nuts are
required), hazardous liquids or gaseous chemical not corrosive to tubing

material or brass.

BRASS PIPE FITTINGS

Used With: * Brass, copper and iron pipe
Advantages: * Positive mechanical seal
* Large range of styles and sizes available
Typical
Applications: * Could be used with water, air, oil, natural gas and liquefied petroleum products
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STANDARD COMPRESSION

FITTINGS

FITTING ELEE:."E NUT TUBING

IEADE—

ASSEMBLY INSTRUCTIONS

Slide nut and then sleeve onto tubing. Threaded end of nut must face out.
Insert tubing into fitting body. Be sure tubing is bottomed on fitting shoulder.
Assemble nut to fitting body.

1.
2.
3.
4.

Tighten nut securely, compressing sleeve to create seal with tube.

COMPRESSION FITTING ASSORTMENT
NSPA-1135 ¢ Maintenance Assortment * Page 79

SEE TUBING CUTTER
Page 285

BRASS COMPRESSION FITTING SLEEVES

Part # Pkg Qity Tube O.D.
N60x2 25 1/8"
N60x3 25 3/16"
N60x4 25 174"
N60x5 25 5/16"
N60x6 25 3/8”
N60x8 10 1/2”

BRASS COMPRESSION FITTING NUTS

Part # Pkg Qity Tube O.D.
Né61x2 10 1/8"
N61x3 10 3/16"

N6 1x4 10 174"
N61x5 10 5/16"
N61x6 10 3/8”
N61x8 10 1/2”



BRASS COMPRESSION FITTING UNIONS

Part# Pkg Qty Tube O.D.

N62x2 5 1/8”

N62x3 5 3/16"

Né62x4 5 1/4"

N62x5 5 5/16"

N62x6 5 3/8”

N62x8 5 1/2"

BRASS COMPRESSION FITTING UNION TEES

Part # Pkg Qty Tube O.D. e

N64x3 5 3/16"

Né4x4 5 1/4" “

N64x5 5 5/16"

N64x6 5 3/8”
v
hal

BRASS COMPRESSION FITTING MALE ELBOWS v
Pkg Tube Pipe "

Part # Qty O.D. Thread

N69x2 5 1/8" 1/8" U

N69x3 5 3/16" 1/8"

N69x4 5 1/4" 1/8"

N69x5 5 5/16" 1/8" <

N69x6x2 5 3/8" 1/8”

N69x6 5 3/8" 1/4"

N69x6x6 5 3/8" 3/8”

N69x8 5 1/2" 3/8”

N69x8x8 5 1/2" 1/2"

d

BRASS COMPRESSION MALE CONNECTORS

Pkg Tube Pipe ° v
Part # Qty O.D. Thread
N68x2 5 1/8" 1/8”
N68x3 5 3/16" 1/8” G
N68x4 5 1/4” 1/8”
N68x4x4 5 1/4” 174"
N68x5 5 5/16" 1/8”
N68x5x4 5 5/16" 1/4" z
N68x6x2 5 3/8” 1/8”
N68x6 5 3/8” 174"
N68x6x6 5 3/8” 3/8”
N68x8 5 1/2” 3/8”




D.O.T. AIR BRAKE FITTINGS

FOR NYLON TUBING

| \ T~ 3.

FITTING SLEEVE NUT TUBING

ASSEMBLY INSTRUCTIONS

1. Cut tubing to length required.
2. Insert tubing into fitting.
3. Tighten nut.

DISASSEMBLY INSTRUCTIONS

Remove nut and pull tubing out of fitting body. Insert will remain in tubing.

REASSEMBLY INSTRUCTIONS

Push tubing and insert into fitting body until it bottoms. Thread nut onto fitting body and tighten.

D.O.T. AIR BRAKE FITTING ASSORTMENT
NSPA-1152 « Maintenance Assortment * Page 80

SEE TUBING CUTTER
Page 285
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Part # Pkg Qty Size
N1460x4 25 1/4"
N1460x6 25 3/8"
N1460x8 25 1/2"
N1460x10 10 5/8"
N1460x12 5 3/4"

v

(L) ~ D.O.T. AIR BRAKE FITTING NUTS
Part # Pkg Qty Size
N1461x4 10 1/4"

z N1461x6 10 3/8"
N1461x8 10 1/2"
N1461x10 5 5/8"
N1461x12 5 3/4"

D.O.T. AIR BRAKE FITTING UNIONS

Part # Pkg Qty Size
N1462x4 5 1/4"
N1462x6 5 3/8"
N1462x8 5 1/2"
N1462x10 2 5/8"
N1462x12 2 3/4"




D.O.T. AIR BRAKE FITTING UNION TEES

Part #
N1464x4
N1464x6
N1464x8
N1464x10

D.O.T. AIR BRAKE FITTING UNION ELBOWS

Pkg Qty
5

5
2
2

Size
1/4"
3/8"
1/2"
5/8"

Part #

N1465x4
N1465x6
N1465x8

D.O.T. AIR BRAKE FITTING FEMALE CONNECTORS

Pkg Qty
5
5
2

Size
’I/ 1
3/8"
]/2”

Part #
N1466x6
N1466x6x6

D.O.T. AIR BRAKE FITTING MALE CONNECTORS

Pkg Qty
5
5

Size
3/8"x 1/4"
3/8"x 3/8"

Part #
N1468x4
N1468x4x4
N1468x4x6
N1468x6
N1468x6x2
N1468x6x6
N1468x6x8
N1468x8
N1468x8x4
N1468x8x8
N1468x8x12
N1468x10

D.O.T. AIR BRAKE FITTING 90° MALE ELBOWS
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Size

1/4"x 1/8"
1/4"x 1/4"
1/4"x 3/8"
3/8"x 1/4"
3/8"x1/8"
3/8"x 3/8"
3/8"x1/2"
1/2"x 3/8"
1/2"x 1/4"
1/2"x1/2"
1/2"x 3/4"
5/8"x1/2"

Part #
N1469x4
N1469x4x4
N1469x6
N1469x6x2
N1469x6x6
N1469x8
N1469x8x8
N1469x10

D.O.T. AIR BRAKE FITTING 45° MALE ELBOWS

)
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Size

1/4"x1/8"
1/4"x 1/4"
3/8"x 1/4"
3/8"x1/8"
3/8"x 3/8"
1/2"x 3/8"
1/2"x1/2"
5/8"x1/2"

[ ]

Part #
N1480x4
N1480x4x4
N1480x6
N1480x6x6
N1480x6x8
N1480x8

Size

1/4"x 1/8"
1/4"x 1/4"
3/8"x 1/4"
3/8"x 3/8"
3/8"x1/2"
1/2"x 3/8"
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INVERTED FLARE FITTINGS

ASSEMBLY INSTRUCTIONS

Cut tubing squarely.

Slide nut onto tubing.

Flare tube end with a 45° flaring tool. Use double flare on thin tubing if needed.
Tighten assembly securely with wrench.

1.
2.
3.
4.

INVERTED FLARE FITTING ASSORTMENT
NSPA-1136 ¢ Maintenance Assortment * Page 80

SEE TUBING FLARING TOOL & CUTTER
Page 285

INVERTED FLARE FITTING BRASS NUTS

Part # Pkg Qty Tube O.D.
N100x3 10 3/16"
N100x4 10 174"
N100x5 10 5/16"

INVERTED FLARE FITTING STEEL PLUGS

Part # Pkg Qty Tube O.D.
N131x3 10 3/16"
N131x4 10 174"
N131x5 10 5/16"



